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ALL LANDSCAPING SHALL BE
INSTALLED PER SUBDIVISION
REQUIREMENTS, TYPICAL

S0D .
L]

PLANTING BED (WASHED ROCK)
W/PLASTIC OR METAL EDGING

ALL SOD & PLANTING BEDS SHALL
BE IRRIGATED WITH TIMED
IRRIGATION SYSTEM

LANDSCAPE PLAN
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1/16" = 1'-0"

PROJECT INFORMATION

PROJECT ADDRESS: 1096 OAK PARK DRIVE

BOZEMAN, MT
LEGAL DESCRIPTION:  LOT 8, BLOCK 1
OAK MEADOWS SUBDIVISION
BUILDING AREA: MAIN (HEATED): 1,620 SF GROSS (INC. EXT. WALLS)

UPPER (HEATED): 867 SF GROSS (INC. EXT. WALLS)
TOTAL: 2,487 SF GROSS
GARAGE: 462 SFNET

GENERAL NOTES

1. WRITTEN DIMENSIONS SHALL HAVE PRECEDENCE OVER SCALED DIMENSIONS. DONOT

SCALE THE DRAWINGS.

2. ALLWORK SHALL COMPLY WITH APPLICABLE CODES LISTED.

3. ALL MATERIALS SHALL BE INSTALLED ACCORDING TO MANUFACTURER'S
RECOMMENDATIONS UNLESS NOTED OTHERWISE.

4. ALLELECTRICAL AND PLUMBING WORK SHALL BE INSTALLED BY LICENSED
PROFESSIONAL(S) AND SHALL CONFORM WITH CURRENT CODES.

5. CONFIRM AND COORDINATE LOCATIONS OF ALL UTILITIES WITH CONTRACTOR.

6. CONTRACTOR SHALL NOTIFY DESIGNER IMMEDIATELY OF ANY DESCREPENCIES IN THE
DRAWINGS.

INFORMATION CONTAINED IN THIS DRAWING SET HAS BEEN PREPARED FOR THE USE OF
APROFESSIONAL, LICENSED CONTRACTOR WHO IS FAMILIAR WITH BUILDING CODE AND
OTHER LEGAL REQUIREMENTS WITHIN THE PROJECT'S JURISDICTION. NO WARRANTIES,
EXPRESSED OR IMPLIED, ARE GIVEN OR INTENDED BY THE PREPARATION OF THESE
DRAWINGS.

ADOPTED CODES:

2006 INTERNATIONAL RESIDENTIAL CODE (IRC) 2009 UNIFORM PLUMBING CODE (UPC)

2009 INTERNATIONAL MECHANICAL CODE (IMC) 2011 NATIONAL ELECTRIC CODE (NEC)

2009 INTERNATIONAL FUEL GAS CODE (IFGC) 2009 INTERNATIONAL ENERGY
CONSERVATION CODE (IECC)

ATTIC VENTILATION REQ'MTS.

R806.1 VENTILATION REQUIRED.

ENCLOSED ATTICS AND ENCLOSED RAFTER SPACES FORMED WHERE
CEILINGS ARE APPLIED DIRECTLY TO THE UNDERSIDE OF ROOF RAFTERS
SHALL HAVE CROSS VENTILATION FOR EACH SEPARATE SPACE BY
VENTILATING OPENINGS PROTECTED AGAINST THE ENTRANCE OF RAIN OR
SNOW. VENTILATING OPENINGS SHALL BE PROVIDED WITH CORROSION-
RESISTANT WIRE MESH, WITH 1/8 INCH MINIMUM TO % INCH MAXIMUM
OPENINGS.

R806.2 MINIMUM AREA.

THE TOTAL NET FREE VENTILATING AREA SHALL NOT BE LESS THAN 1/150 OF
THE AREA OF THE SPACE VENTILATED EXCEPT THAT REDUCTION OF THE
TOTAL AREA TO 1/300 IS PERMITTED, PROVIDED THAT AT LEAST 50 PERCENT
AND NOT MORE THAN 80 PERCENT OF THE REQUIRED VENTILATING AREA IS
PROVIDED BY VENTILATORS LOCATED IN THE UPPER PORTION OF THE SPACE
TO BE VENTILATED AT LEAST 3 FEET ABOVE THE EAVE OR CORNICE VENTS
WITH THE BALANCE OF THE REQUIRED VENTILATION PROVIDED BY EAVE OR
CORNICE VENTS. AS AN ALTERNATIVE, THE NET FREE CROSS-VENTILATION
AREAMAY BE REDUCED TO 1/300 WHEN A VAPOR BARRIER HAVING A
TRANSMISSION RATE NOT EXCEEDING 1 PERM (5.7 x 10-11 KGIS x M2 x PA) IS
INSTALLED ON THE WARM-IN-WINTER SIDE OF THE CEILING.

R806.3 VENT AND INSULATION CLEARANCE.

WHERE EAVE OR CORNICE VENTS ARE INSTALLED, INSULATION SHALL NOT
BLOCK THE FREE FLOW OF AR. A MINIMUM OF A 1-INCH SPACE SHALL BE
PROVIDED BETWEEN THE INSULATION AND THE ROOF SHEATHING AND AT
THE LOCATION OF THE VENT.

ATTIC VENTILATION CALCULATION

REQUIRED:

ATTIC AREA = 1,612 SF

IS RIDGE 3 FEET HIGHER THAN EAVE? YES

DOES CEILING ASSEMBLY HAVE VAPOR BARRIER? YES
REQUIRED ATTIC VENTILATION = 1/300

REQUIRED ATTIC VENTILATION AREA = 5.37 SF (774 SQ. IN.)

PROVIDED:

EAVE VENTS (ROLLEX VENTED SOFFIT) = 6.48 SQ.IN. NFA PER LINEAL FT.
CONTINUOUS RIDGE VENT (COBRA EXHAUST VENT) = 16.9 SQ.IN. NFA PER LINEAL FT.
PANCAKE ROOF VENTS =50 SQ. IN. NFA PER VENT

EAVE LENGTH PROVIDED = 120 LINEAL FEET =778 SQ. IN. PROVIDED
RIDGE LENTH PROVIDED = 80 LINEAL FEET =1,352 SQ. IN PROVIDED

TOTAL ATTIC VENTILATION PROVIDED = 2,130 SQ. IN. (EXCEEDS REQUIRED BY 275%)

OAK PARK DRIVE
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BOULEVARD TREE(S)- PER
C.0B. & SUBDIVISION

STANDARDS & REQMTS.

-

CRABAPPLE DRIVE

o CONCRETESDEWAK,

1096 OAK PARK DRIVE
BLOCK1,LOT 8

OAK MEADOWS SUBDIVISION
LOT AREA = 6000 S.F.

BUILDING FOOTPRINT = 2,118 SF
LOT COVERAGE = 35%

PROPERTY LINE

INSTALL RAIN GUTTERS PER
BUILDER'S DISCRETION

NOTE: CONTRACTOR RESPONSIBLE
FOR VERIFYING UTILITY/ SERVICE
LOCATIONS

LOT SHALL BE GRADED TO DRAIN
SURFACE WATER AWAY FROM
FOUNDATION WALLS. THE GRADE
SHALL FALL A MINIMUM OF 6
INCHES WITHIN THE FIRST 10 FEET
PER IRC R401.3

1

PROVIDE 1-HR FIRE RATING AT
UNDERSIDE OF ROOF PROJECTIONS
LOCATED LESS THAN 5 FEET FROM
PROPERTY LINE PER IRC TABLE R302.1
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1. WRITTEN DIVENSIONS SHALL HAVE PRECEDENCE OVER SCALED DIMENSIONS. DO NOT 1. EXTERIOR WALLS SHALL BE CONSTRUCTED OF 2x6 STUDS @ 16" o.c. WITH R-21 CONTRACTOR SHALL BE RESPONSIBLE FOR INSULATING THE RESIDENCE IN ACCORDANCE
SCALE THE DRAWINGS. INSULATION, UNLESS NOTED OTHERWISE. ALL EXTERIOR SHEATHING TO BE 1/2" WITH THE 2009 INTERNATIONAL ENERGY CONSERVATION CODE (IECC) INCLUDING MONTANA
2. ALLWORK SHALL COMPLY WITH APPLICABLE CODES LISTED. NOMINAL CONTINUOUS STRUCTURAL RATED PANEL. AVENDMENTS.
3. ALLMATERIALS SHALL BE INSTALLED ACCORDING TO MANUFACTURER'S 2. INTERIOR WALLS SHALL BE CONSTRUCTED OF 2+ STUDS @ 16" o.c., UNLESS NOTED
RECOMMENDATIONS UNLESS NOTED OTHERWISE. OTHERWISE. PROVIDE 2x6 WALLS AT ALL POCKET DOORS. INTERIOR WALLS TO APPLICABLE PRESCRIPTIVE PATH REQUIREMENTS:
4. ALLELECTRICAL AND PLUMBING WORK SHALL BE INSTALLED BY LICENSED RECEIVE 1/2' GYP BD, UNLESS NOTED OTHERWISE. CEILING: R 49 (UNCOMPRESSED R-38 ALLOWED AT EAVES)
PROFESSIONAL(S) AND SHALL CONFORM WITH CURRENT CODES. 3. FLOORJOISTS TO BE 11-7/8" TJI 210 @ 16 o.c. WITH 1-3/4" MIN BEARING, UNLESS EXTERIOR WALL: 21 (or R-13+ R-5 CONTINUOUS INSULATION)
5. CONFIRM AND COORDINATE LOCATIONS OF ALL UTILITIES WITH CONTRACTOR NOTED OTHERWISE BASEMENT WALL: R 19 (or R-15 CONTINUOUS INSULATION) - SEE NOTE A
6. CONTRACTOR SHALL NOTIFY DESIGNER IMMEDIATELY OF ANY DESCREPENCIES IN THE 4. FLOOR DECK TO BE 3/4" TONGUE-AND-GROOVE, STRUCTURAL RATED PANEL (48124 SLABPERIVETER:  R-10 (or Re15 IF HEATED SLAB)
DRAWINGS. CDX) UNLESS NOTED OTHERWISE. CRAWLSPACE WALL:  R-19 (or R-10f RIGID INSULATION)
5. ALLLUMBER SHALL BE NO. 2 GRADE OR BETTER. WINDOW/DOOR: ~ U-0.33 (R-3)
INFORMATION CONTAINED IN THIS DRAWING SET HAS BEEN PREPARED FOR THE USE OF 6. ALLHEADERS AT EXTERIOR WALLS SHALL BE (2) 2¢10 HF#2 OR BETTER w/ (2) JACK
A PROFESSIONAL, LICENSED CONTRAGTOR WHO IS FAMILIAR WITH BUILDING CODE AND STUDS AT EACH END, UNLESS NOTED OTHERWISE. NOTEA:  RES-CHECK ANALYSIS MAY ALLOW LOWER R-VALUE (R-10 MINIMUM)
OTHER LEGAL REQUIREMENTS WITHIN THE PROJECT'S JURISDICTION. NO WARRANTIES, 7. ALLLUMBER N CONTACT w/ CONCRETE or MASONRY SHALL BE PRESSURE TREATED.
EXPRESSED OR IMPLIED, ARE GIVEN OR INTENDED BY THE PREPARATION OF THESE 8. FIREBLOCKING TO BE INSTALLED IN ALL WALL CAVITIES GREATER THAN 10 FEET TALL IRO NWOOD
DRAWINGS. AND AS APPLICABLE PER CODE REQUIREMENTS (R602.3).
9. PROVIDE BLOCKING AS NEEDED FOR ALL WALL MOUNTED EQUIPMENT, FURNISHINGS,
ADOPTED CODES: ETC. DEVELOPMENT
2006 INTERNATIONAL RESIDENTIAL CODE (IRC) 2009 UNIFORM PLUMBING CODE (UPC) 10. CONFIRM STARTING POINT OF FLOOR FRAMING TO REDUCE CONFLICTS WITH
2009 INTERNATIONAL MECHANICAL CODE (IMC) 2011 NATIONAL ELECTRIC CODE (NEC) PLUMBING- FRAMING CONTRACTOR TO VERIFY. S H EAR WALL SC H E D U LE
2009 INTERNATIONAL FUEL GAS CODE (IFGC) 2009 INTERNATIONAL ENERGY 11, PROVIDE GARAGE SHALL HAVE 5/8' TYPE X GYP BD AT CEILING AND 1/2' GYP BD AT 406-581 -9999
CONSERVATION CODE (ECC) WALLS, UNLESS NOTED OTHERWISE.
2. INTERIOR CEILINGS TO RECEIVE 5/8" GYP BD, UNLESS NOTED OTHERWISE. TYPE PANEL SUPPORTS FASTENERS ~ SPACING
13, PROVIDE SELF-ADHERING ICE AND WATER PROTECTION MEMBRANE AT ALL EAVES TO A 12'NOMINALOSB  STUDS@16'0c.  8dNALS 6" o.c. (EDGE) & 12" o.. (FIELD)
APOINT 24" INSIDE THE EXTERIOR WALL FACE. B. 112 GWB-BOTHSIDES STUDS @ 16" 0. MAX 1-1/4" SCREWS 4" o.c. (EDGE) & 8" o.c. (FIELD)
4. WINDOWS IDENTIFIED AS "EGRESS' SHALL HAVE MINIMUM CLEAR WIDTH OF 20", C. 12'GWB-ONESIDE  STUDS@16'o.c.MAX 1-14"SCREWS 4" oc. (EDGE) &8 o.. (FIELD)
B E AM SCH EDU LE MINIMUM CLEAR HEIGHT OF 22", AND MINIMUM CLEAR AREA OF 5.7 SQ FT. SILL
HEIGHT TO BE 44" MAXIMUM ABOVE FLOOR.
5. ALL PENETRATIONS GREATER THAN 100 SQ INCHES IN COMMON/SHARED GARAGE
GB1 1PIECE(S)5 1/8" X 9" 24F-V4 DF GLULAM WALL SHALL BE UL1479 LISTED, UNLESS NOTED OTEHRWISE.
RB1 1 PIECE(S)3 18" X 9" 24F-V4 DF GLULAM
RB2 1 PIECE(S)5 1/8" X 9" 24F-V4 DF GLULAM
RB3 2PIECE(S) 2 X 10 SPRUCE-PINE-FIRNO. 1/NO. 2
RB4 2 PIECE(S) 2X 10 SPRUCE-PINE-FIR NO. 1/NO. 2
RB5 2PIECE(S) 2 X 6 SPRUCE-PINE-FIR NO. 1/NO. 2
FB1 1 PIECE(S)5 18" X 15" 24F-V4 DF GLULAM
FB2 1PIECE(S)5 118" x 21" 24F-Vi4 DF GLULAM
FB3 1 PIECE(S) 134" X 178" 1.9E MICROLLAM® LVL
FB4 1 PIECE(S)1 34" X 11 7/8" 1.9E MICROLLAM® LVL
FB5 1 PIECE(S)5 1/8" X 12" 24F-V4 DF GLULAM
FB6 1 PIECE(S)5 18" X 12" 24F-V4 DF GLULAM
FB7 1 PIECE(S)51/8" X 9" 24F-V4 DF GLULAM
FBS 1 PIECE(S)5 18" X 9" 24F-V4 DF GLULAM
FBY 1 PIECE(S)5 18" X 15 24F-V4 DF GLULAM 1096 OAK PARK DRIVE
BLOCK 1,LOT 8
A3.1
OAK MEADOWS SUB.
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NOTCH BLOCKING or PROVIDE HOLES O 4. ALLELECTRICAL AND PLUMBING WORK SHALL BE INSTALLED BY LICENSED
FOR ATTIC VENTILATION i B B B B B 1 PROFESSIONAL(S) AND SHALL CONFORM WITH CURRENT CODES.
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I | DRAWINGS.
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\ 5 U \ \ \ \ \ \ Sl S a0 STUDS AT EACH END, UNLESS NOTED OTHERWISE.
i 178 T4 210 HOISTS @ 16° 0.C, | B | - S B = 7. ALLLUMBER IN CONTACT w/ CONCRETE o MASONRY SHALL BE PRESSURE TREATED.
| < 2 B 2 = 3 DA APPLCHRLEPER CODEREQURRNBNTS R28)
o © .0).
\ % ﬁ?,ﬁ?ﬁ’g@??ﬂ?gf‘ GLUTEYDP&SCREWED I | | | | | | — — - - - - —gl— - — — — 2= 9. PROVIDE BLOCKING AS NEEDED FOR ALL WALL MOUNTED EQUIPMENT, FURNISHINGS, 1096 OAK PARK DRIVE
e @16 0c- ‘ ‘ ‘ ‘ 'FB3'1 3/4" X 11 7/8" 1.9E MICROLLAM® LVL | | ETC. BLOCK 1 LOT 8
\ SPRAY FOAL URETHANE INSULATION —_——— — — —— — — ——. _ o 10 CONFIRM STARTING POINT OF FLOOR FRAMING TO REDUCE CONFLICTS WITH :
AT RIMJOISTS. TYPICAL ALL FLOORS o =1 & K PLUMBING- FRAMING CONTRACTOR TO VERIFY.
118 MAX. THEKNESS * ‘ ‘ ‘ ‘ ofl | = B - B B o 11, PROVIDE GARAGE SHALL HAVE 5/8" TYPE X' GYP BD AT CEILING AND 1/2" GYP BD AT OAK MEADOWS SUB.
' =" Al WALLS, UNLESS NOTED OTHERWISE.
\ =l ; 12 INTERIOR CEILINGS TO RECEIVE 5/8' GYP BD, UNLESS NOTED OTHERWISE. BOZEMAN MT
\ \ . \ \ \ \ \ \ \ \ \ \ b C - - N - - - Al 13 PROVIDE SELF-ADHERING ICE AND WATER PROTECTION MEMBRANE AT ALL EAVES TO
/] \ \ \ 1. K APOINT 24" INSIDE THE EXTERIOR WALL FACE.
e HEADER HEADER =l e HEADRR— L — HEADRR = T 14, WINDOWS IDENTIFIED AS "EGRESS" SHALL HAVE MINIMUM CLEAR WIDTH OF 20",
) ‘O == —_— —_— = MINIMUM CLEAR HEIGHT OF 22", AND MINIMUM CLEAR AREA OF 5.7 SQ FT. SILL
11718 RIMBOARD J HEIGHT TO BE 44" MAXIMUM ABOVE FLOOR.
51\ 15 ALL PENETRATIONS GREATER THAN 100 SQ INCHES IN COMMON/SHARED GARAGE
\ WALL SHALL BE UL1479 LISTED, UNLESS NOTED OTEHRWISE.
f \ CONTRACTOR'S OPTION 2 UPE’IER ,FL,,OOR FRAMING
| (2) 2X10- TYP-UNO. / % BLOCKING \ 1/4" =1'-0
| \ ) EA. TRUSS BAY \
, ! - \
“ PAINTED COMPOSITE TRIV- TYP J O
i 714 g 714 EQ  EQ | EQ | EQ
= 7 7 7 7 7 45'-0"
2" DIA. MAX, VENT HOLES
o e - INSULATION REQUIREMENTS
5/8" GYP BD I 7| . 6II b 7I N 6" I 4I N 0" ) 7! . 0“ )
SHEAR PANEL ‘A | SHEAR PANEL ‘A CONTRACTOR SHALL BE RESPONSIBLE FOR INSULATING THE RESIDENCE IN ACCORDANCE
g WITH THE 2009 INTERNATIONAL ENERGY CONSERVATION CODE (IECC) INCLUDING MONTANA
F :
72'x60" AMENDMENTS,
= =
S % SGLEEESF; g APPLICABLE PRESCRIPTIVE PATH REQUIREMENTS:
TYPICAL VENT HOLES = a& i CEILING: R-49 (UNCOMPRESSED R-38 ALLOWED AT EAVES)
I S 3/4" = 1'-0" - v & EXTERIORWALL: ~ R-21 (or R-13 +R-5 CONTINUOUS INSULATION)
% H2 i & & BASEMENTWALL:  R-19 (or R-15 CONTINUOUS INSULATION) - SEE NOTE A
= L SLABPERIMETER:  R-10 (or R-15 IF HEATED SLAB)
> CRAWLSPACE WALL:  R-19 (or R-101f RIGID INSULATION)
5 VINYL WINDOW- TYP SEE SITE PLAN FOR ATTIC WINDOW/DOOR: ~ U-0.33(R-3)
=18 VENTILATION CACULATIONS I BEDROOM 2 -
x| HE = .
S & 12 GYP D o OPTION2: CONTINUOUS 55" FIRE S E 112 X 140 < NOTEA:  RES-CHECK ANALYSIS MAY ALLOW LOWER R-VALUE (R-10 MINIMUM)
':i.* 5 VAPOR BARRIER RATED PLYWOOD FROM TRUSS HEEL j* )
= TO FASCIA. PROVIDE DOUBLE 2X © L
BLOCKING BETWEEN EACH TRUSS, TYP. g 3-6' 6-6'
FIBER CEMENT SIDING (SEE EXT. ELEVATIONS) on L
i AR INFILTRATION BARRIER on & GIRDER REVISIONS:
H 1/2" 0SB SHEATHING (SEE SHEAR WALL SCHEDULE) on _ TRUSS
2x6 WOOD STUDS @ 16" 0.c. w/ PROVIDE 1-HR FIRE RATING AT ROOF : T5GR'ABV. % S H E AR W ALL SC H EDU LE NO. DESCRIPTION DATE
R-21 INSULATION i PROJECTIONS 2-5 FEET FROM THE " T
\ 3/4" PLYWOOD SUBFLOOR GLUED & SCREWED N PROPERTY LINE PER TABLE R302.1(1) 5-6 , 4-0 , 4-0 , 5-8 Ll | LINEN SHELVES f&r 7777777 SHEAR PANEL A'
\ TO 11-7/8' 1-JOISTS @ 16" o.c.- TYP H T T T TropesEF _ TYPE PANEL SUPPORTS FASTENERS  SPACING
o < - A 12'NOMINALOSB  STUDS@16'oc.  8dNALS 6" 0.c. (EDGE) & 12" o.c. (FIELD)
f\$m jgghﬂsuﬁlfé\ﬂawgtéggg \ = 28'x80" [ = . RODSSHELF | = = B. 1/2'GWB-BOTHSIDES STUDS @ 16' 0. MAX 1-1/4' SCREWS 4" o.c. (EDGE) & 8" o.. (FIELD)
344" MAX. THCKNESS ’ OPTION1: CONTINUOUS 58" GWB TYPE X _ SHEAR PANEL A < | SHEARPANEL'A' o : - - z - C. 1/2'GWB-ONESIDE  STUDS @ 16" 0. MAX 1-1/4" SCREWS 4" o.c. (EDGE) & 8" o.. (FIELD)
) AT UNDERSIDE OF RAFTER TAILS, PROVIDE = —d | 99%30" ATTIC! o e =
\ 117/8° RIM BOARD HOLES IN BLOCKING TO ACHIEVE REQUIRED = 36"x 24 36"x 24 36"x 24 — " ACCESS | - &
CONTINUOUS FLASHING OVER HORIZONTAL ATTIC VENTILATION o AWNING AWNING AWNING W3-8 3-8 Lo———- : @
<C v
TRIM, TYP. 5 - 1 . —
7 2X6 P.T. SILL PLATE W/ SILL SEAL RATED SOFFIT DETAIL ) & z . - >
4 4" — 1| " ~ UI) ] LOW WALL % = o
% FASTEN SHEATHING TO SILL PLATE 3/4"=1'-0 ~ T
W/ 10ds @6' o.c- TYP —O=
o v o [um
| 2| f BEAM SCHEDULE
= EB o < - oo 2, F o~
= - 1/2" dia. ANCHOR BOLT w/ 3x3x1/4 PLATE _ - = | 95'SHEAR — = = S84 =
= g B D A amyliivas ol 11888 FLEX ROOM PANEL C | & = EL5 BATH BEDROOM 3 i GB1 1 PIECE(S) 5 1/8" X 9" 24F-V4 DF GLULAM
g LOCHTEDNOTNORE THAN 2 RLESS = T T|&38 186X 138 = S 8ok Boxit4 16X 140 PROECTNUNBER: 1422
. - ‘ ‘ " ~ ~ hre] “: — _ =G> .
ST T ThenTBOLT DIAMETERS FROMPLATE B o < RB1 1PIECE(S) 3 1/8" X 9" 24F-4 DF GLULAM
e T T [ |- SECTIONS)-EMBED 7' MIN \ 5 oN = . RBZ 1 PIECE(S) 5 1/8" X 9" 24F-V4 DF GLULAM DRAWN BY / CHECKEDBY:  TPMP
T | B = RB3 2 PIECE(S) 2X 10 SPRUCE-PINE-FIR NO. 1/NO. 2
SR e 1 1 e O Y = i L B S & ) RB5 2 PIECE(S)2 X 6 SPRUCE-PINE-FIR NO. 1/NO. 2 - JULY 15, 2014
EEE - 8" CONC. WALL w/ #4 HORIZ. & VERT. @ ~ = © = }3 - s | @ ¥ =
S S [ O B— ) B, = © € 3 BN 'S o FBY 1 PIECE(S) 5 1/8" X 15" 24F-V4 DF GLULAM PHASE:
e R-13 MIN. INSULATION w/ CONT. VAPOR 2 = | " % 60" x 48" = FB2 1 PIECE(S) 5 1/8" X 21" 24F-Vi4 DF GLULAM ' CONSTRUCTION SET
. = earRiER o 36"y 24" 36"y 24" 36"y 24" | 1R@7 558 | 50 SLIDER = FB3 1 PIECE(S) 134" X 117/8" 1.9E MICROLLAM® LVL
= T = = | Iz o AWNING AWNING AWNING | 48" x 48" \ EGRESS = FB4 1PIECE(S) 13/4" X 117/8" 1.9E MICROLLAM® LVL DRAWING TITLE:
[ A = VAPOR BARRIER, OVERLAP JOINTS 6" MIN. - . - . ‘ FIXED FB5 1 PIECE(S)5 1/8" X 12' 24F-Vi4 DF GLULAM UPPER FLOOR &
s ) || &SEAL EXTEND UP WALL 6' AND ATTACH = -~ ‘ m TEMPERED . . = FB6 1 PIECE(S)5 1/8" X 12' 24F-Vi4 DF GLULAM
S ) [P TowaL < SHEAR PANEL A SHEAR PANEL A SHEAR PANEL A SHEAR PANEL ‘A 2 FBT 1PIECES)5 16°X &' 24F.44 OF GLULAM FRAMIN
Sl = FB8 1 PIECE(S)5 1/8" X 9" 24F-V4 DF GLULAM
B e - i A 16“X8" CONC FOOTlNG W/ (2) #4 CONT' TYP, 1o Nt N 1A "o N N oA | " 1 " " "
T VeRRY MITH GEOTECHNIGAL RepORT 5-6 4.0 4-0 3-2 2-4 4.0 ﬂL 4.0 6-0 5-529132 6'-63/32 FB9 1 PIECE(S)5 1/8" X 15" 24F-Vi4 DF GLULAM
.. = \: - ; _ 19I_0Il 8"0“ 18"0"
= T i A COMPACTED STRUCTURAL FILL UNDER
9 - LA | FOOTINGS PER GEOTECHNICAL 45-0' DRAWING NUMBER:
S e VA A || RECOMMENDATIONS & REQUREMENTS
= — T 1T .- 5 A/l " PROVIDE 1-HR FIRE RATING AT
- —l—F o.:v .o — PROJECTIONS LOCATED LESS THAN 5 FEET
3 }‘ ‘—‘ ‘ . T — 3 TYPICAL WALL SECTION 1 UPPER LEVEL FROM PROPERTY LINE PER IRC TABLE R302.1
| | = | et | = || 3/4" = 1'-0" 1/4" = 1-0"
o) | el | 1 | |- u
<
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SIMPSON CB66
TYP. @ ALLPOSTS

VERT. on 2-0'x20"x8" FOOTING

12" dia. CONC. PIER w/ (2) #4
Wi (3) #4 EA. WAY-TYP

5| . 0"

7/15/2014 10:00:56 AM

1. WRITTEN DIMENSIONS SHALL HAVE PRECEDENCE OVER SCALED DIMENSIONS. DO NOT
10" GYP BD over SCALE THE DRAWINGS.
VAPOR BARRIER 2. ALLWORK SHALL COMPLY WITH APPLICABLE CODES LISTED.
3. ALLMATERIALS SHALL BE INSTALLED ACCORDING TO MANUFACTURER'S
SIDING (SEE EXTERIOR ELEVATION) on RECOMMENDATIONS UNLESS NOTED OTHERWISE.
AIR INFILTRATION BARRIER on 4, ALL ELECTRICAL AND PLUMBING WORK SHALL BE INSTALLED BY LICENSED
1/2" 0SB SHEATHING (SEE SHEAR WALL SCHEDULE) on PROFESSIONAL(S) AND SHALL CONFORM WITH CURRENT CODES.
26WOOD STUDS @ 16" 0. w 5. CONFIRM AND COORDINATE LOCATIONS OF ALL UTILITIES WITH CONTRACTOR.
R21 INSULATION 6. CONTRACTOR SHALL NOTIFY DESIGNER IMMEDIATELY OF ANY DESCREPENCIES IN THE
DRAWINGS.
———— X6 P.T. SILL PLATE W/ SILL SEAL
—— FASTEN SHEATHING TO SILL PLATE INFORMATION CONTAINED IN THIS DRAWING SET HAS BEEN PREPARED FOR THE USE OF
4 CONC. SLAB w/ 6x6 10110 W 10ds @ 6" 0.c- TYP A PROFESSIONAL, LICENSED CONTRACTOR WHO IS FAMILIAR WITH BUILDING CODE AND
WWM- SLOPE TO DOORS | OTHER LEGAL REQUIREMENTS WITHIN THE PROJECT'S JURISDICTION. NO WARRANTIES,
\ ><? EXPRESSED OR IMPLIED, ARE GIVEN OR INTENDED BY THE PREPARATION OF THESE IRONWOOD
DRAWINGS.
= — == 1/2" dia. ANCHOR BOLT w/ 3x3x1/4 PLATE
e ) I I WASHER @ 4" . TYP (BOLTS TOBE ADOPTED CODES: DEVELOPMENT
LELAE - ‘ ‘ LOCATED NOT MORE THAN 12" OR LESS THAN 2006 INTERNATIONAL RESIDENTIAL CODE (IRC) 2009 UNIFORM PLUMBING CODE (UPC)
diﬁv?@%? Q&%Q@U% e ‘ ‘—‘W 7 BOLT DIAMETERS FROM PLATE SECTIONS)- 2009 INTERNATIONAL MECHANICAL CODE (IMC) 2011 NATIONAL ELECTRIC CODE (NEC)
I s e el — EMBED 7* MIN 2009 INTERNATIONAL FUEL GAS CODE (IFGC) 2009 INTERNATIONAL ENERGY - -
L s - : CONSERVATION CODE (IECC)
A WASHED L R —— BITUMINOUS DAMPPROOFING TO GRADE
GRAVEL A e | — | —
= - T T
S| A == t{=f 1 8 CONC WALLw/#4 HORIZ. & VERT.@
b A .
N = oo TV CONSTRUCTION NOTES
i L e ~
| L — = 1. EXTERIOR WALLS SHALL BE CONSTRUCTED OF 2x6 STUDS @ 16" 0.c. WITH R-21
— N INSULATION, UNLESS NOTED OTHERWISE. ALL EXTERIOR SHEATHING TO BE 112"
\ ‘:: } [ N 18'x8" CONC. FOOTING w/ (2) #4 CONT - TYP NOMINAL CONTINUOUS STRUCTURAL RATED PANEL.
‘7 AR - fVERIFYWITH GEOTECHNICAL REPORT ’ 2. INTERIOR WALLS SHALL BE CONSTRUCTED OF 2x4 STUDS @ 16" 0.c., UNLESS NOTED
R | e = bl OTHERWISE. PROVIDE 2x6 WALLS AT ALL POCKET DOORS. INTERIOR WALLS TO
= ‘ ‘:: i S | | | = cOMPACTED STRUCTURAL FILL UNDER RECEIVE 112" GYP BD, UNLESS NOTED OTHERWISE.
—T ‘ ‘— L L2727 T|" FOOTINGS PER GEOTECHNICAL 3. FLOORJOISTS TOBE 11-7/8" TJI 210 @ 16" o.c. WITH 1-3/4" MIN BEARING, UNLESS
e St g L RECOMMENDATIONS & REQUIREMENTS NOTED OTHERWISE
2‘ ‘ ‘7 ‘ ‘7 o “lon — o 4. FLOOR DECK TO BE 3/4" TONGUE-AND-GROOVE, STRUCTURAL RATED PANEL (48/24
i RS 1 - ] CDX) UNLESS NOTED OTHERWISE.
‘ e— . _
— || =] o : 5. ALL LUMBER SHALLBE NO. 2 GRADE ORBETTER
= | = oot | =1 | | 6. ALL HEADERS AT EXTERIOR WALLS SHALL BE (2) 2x10 HF#2 OR BETTER wi (2) JACK
STUDS AT EACH END, UNLESS NOTED OTHERWISE.
7. ALLLUMBER IN CONTACT w/ CONCRETE or MASONRY SHALL BE PRESSURE TREATED.
8. FIREBLOCKING TO BE INSTALLED IN ALL WALL CAVITIES GREATER THAN 10 FEET TALL
AND AS APPLICABLE PER CODE REQUIREMENTS (R6028).
@ FOUNDATION @ GARAGE 9. PROVIDE BLOCKING AS NEEDED FOR ALL WALL MOUNTED EQUIPMENT, FURNISHINGS, 1096 OAK PARKDRIVE
3/4" = 1'-Q" ETC.
10. CONFIRM STARTING POINT OF FLOOR FRAMING TO REDUCE CONFLICTS WITH BLOCK 1, LOT8
PLUMBING- FRAMING CONTRACTOR TO VERIFY.
.0 11, PROVIDE GARAGE SHALL HAVE 5/8" TYPE 'X' GYP BD AT CEILING AND 1/2" GYP BD AT OAK MEADOWS SUB.
- WALLS, UNLESS NOTED OTHERWISE.
.o "o 150" o 7. 230" 12 INTERIOR CEILINGS TO RECEIVE 58" GYP BD, UNLESS NOTED OTHERWISE. BOZEMAN MT
: 13 PROVIDE SELF-ADHERING ICE AND WATER PROTECTION MEMBRANE AT ALL EAVES TO
3 7-2 7.2 3 7-5 APOINT 24" INSIDE THE EXTERIOR WALL FACE.
14, WINDOWS IDENTIFIED AS "EGRESS’ SHALL HAVE MINIMUM CLEAR WIDTH OF 20",
: 1 2)PT. 2010 ey 2)PT.2X10 SR % MINIMUM CLEAR HEIGHT OF 22", AND MINIMUM CLEAR AREA OF 5.7 SQ FT. SILL
: DNTF S 5 T a1 e e ) STHD14HOLD HEIGHT TO BE 44' MAXIMUM ABOVE FLOOR
% AESS U S e DOWN,TYP.\ 15. AL PENETRATIONS GREATER THAN 100 SQ INCHES IN COMMON/SHARED GARAGE
l — O wmoe S — I S | T emone ., e WALL SHALL BE UL1479 LISTED, UNLESS NOTED OTEHRWISE.
T T T T T T - T) . P A S A B A "“1 ] G \ ﬁ T S et e g P LR A R el T
1 S — T - ‘ T — 7 E\I, E\'. 14— - = - i - - - y fT T 1- | | | | ‘\ ) | . /AA ] — - - - — - —d - — = - = = = — = —
<\ T T T AT TAT T 12'da. CONC.PERW(Q)#4 —— &0 | | - %’\g%omﬁﬁgm 11 B
a1 e ; ; : ; ] : VERT. 0n 2-0'x2-0's8" FOOTING o ‘ . : 1 N
= ' N M I = 8" CONC. WALL w #4 VERT. @ _ 1L Wl (3) #4 EA WAY-TYP | ' L - &
U':l_:) § 8 N [ [ [ [ [ [ [ [ ; | | 18"0.c. AND#‘4HOR|Z‘@18“ ‘ | ) q . z | | | | | | i S E— = . — : S ] 8" CONC. WALL W/#4VERT@ BLKOUT@GARAGE ‘ -: .
s ] oetP L1 — PT.2X0@160C || IOV R | 180 AND # HORIZ @ 18" POORS-TYP |-
] 16'x8" CONC. FOOTING w (2) Il IRt St 5 1 A 1t{ oc-TYP. L
3 : NN o U R 11 ||| e oo foomew s INSULATION REQUIREMENTS
1- =L _|}|_ _|}|_u_|}|_\ _|}|_ - _|}|_ _I}I_. _|}|_ _|}|_ _|}/|_ ,_|}|_ ‘AJ | - ] #4 CONT.- TYP. } 4
) - e . | CONTRACTOR SHALL BE RESPONSIBLE FOR INSULATING THE RESIDENCE IN ACCORDANCE
| = 11 Tl - WITH THE 2009 INTERNATIONAL ENERGY CONSERVATION CODE (IECC) INCLUDING MONTANA
1.1 11 P.T. 2X LEDGER ATTACHED TO | .
11 | | \ AMENDMENTS.
11 RWBOARDW 122 DABOLTS @ ‘ |
AL N o ‘ N 34"0.‘0 MNN. FTERIRC‘TABLE5‘07.2 o ‘ . \ 248" THICKENED ————— =] APPLICABLE PRESCRIPTIVE PATH REQUIREMENTS:
e ] N f’é?nggégﬁ?Nzov’f/zz\;vﬁt% ", (CONTRACTORTO CONFIRM SizEg | |-l &6 1 1 L 1] §Vp 1 10 11 } 1 & EXTERIORWALL:  R-21 (orRe13+ R-5 CONTINUOUS INSULATION)
L B ) BETWEEN JOISTS | O/Srg@ L FLUE TO OUTSIDE- SUSPEND 6" MIN. | | | |- -—=2 |} T ~ WWM- SLOPE TO DOORS |- SLAB PERIVETER: ~ R-10 (or R-15IF HEATED SLAB)
ofF Al | e B, MOVEGRDE | | e n g 1l \ | SVFli’\lAg\él)_VS\SIP//BCCI)EOVF\{/ALL: 5-(1)93(30{5-31)0 if RIGID INSULATION)
SIS : ' o e 1 o o ] : .33 (R
w| =lE— — — =P8 S | o | I i :
=" - i — - \\ = } . = NOTEA:  RES-CHECK ANALYSIS MAY ALLOW LOWER R-VALUE (R-10 MINIMUM)
[[H . o il - b | | S - I | - . E (—9’
1 - ’ = 1.l — Y T ! ! ! § \ :
N = b 5 PR | L .
- - - / TOR SHALL VERIFY Fl = ol 11 L i FOOTH : L
= = | L 2:0'%2-08" FOOTING | ’
— L CONTRACTOR SHALL VERIFY FLOOR 1 [t xrpsL ' | 246 TREATED PONY WALLon || Wi (3)#4 EA WAY | 1| | =l
: JOISTS FOR DESIRED FLOOR N , UFER GROUND :
L o _ = I B ) T - 1| PosT 16"x8" FOOTING w/ (2) #4 CONT. | | | | | I STH D14 HOLD X REVISIONS:
r q STIFFNESS,TYP. | ||l = | / — ]|
1 B R SRR I R | TYP. - PROVIDE CONT. BLK'G 1N DOWN. TYP \
. | ™ VIR | RS BETWEEN JOSTS ] : S No. DESCRIPTION DATE
I S T ] AU o S| His FOUNDATION NOTES
o S| & S - PT2XLEDGERATTACHEDTO || | | | || /| 7 11 | I | :
> afe— — -2 — A1 | RIM BOARD W/ 1/2" DIA. BOLTS @ 365368 FOOTING ‘ \ I | ‘ \]
S5 s 34" 0.C. MIN. PER IRC TABLE WG MEAWAY | 11 ry | ‘ ‘ ‘ u 1. FOOTINGS ARE TO BEAR ON UNDISTURBED, LEVEL SOIL DEVOID OF ANY ORGANIC
e - -g - —ll o w2 o = ] S/ = T XLEDGERATIAHEDTO || it o7 & VATERIAL
S IRk S I N i Vo 2 RIVIBOARD W/ 12" DIA BOLTS @ 11 i 2. STEP FOOTINGS AS NEEDED TO MAINTAIN REQUIRED DEPTH BELOW FINAL GRADE.
my. - a HEs R T | , T 34" 0.C. MIN. PER IRC TABLE 507.2 g a | 3. ALL GRANULARFILL SHALL BE COMPACTED TO 95% DENSITY, UNLESS NOTED
= a |- J/ \ \ \ LR w e N0 n n K \ OTHERWISE.
—— | > r ‘ I Rk 3% ¥ ¥ | 4. SLOPE FLOOR OF GARAGE TO OPENING(S) AT 1/8" PER FOOT MINIMUM.
r - - Al > N " e i e — 3 " 5. CONCRETE SLABS ON GRADE SHALL HAVE CONTROL JOINTS AT MIMIMUM 12 INTERVALS
. 5,215 T o S SIMPSON CB66 2 EACH WAY, UNLESS NOTED OTHERWISE.
N = — — =g | l | ib— -5 - —aY & TYP. @ALL POSTS = = 6. CONCRETE SIDEWALKS TO HAVE TOOLED 3/4" JOINT AT 5'INTERVALS, UNLESS NOTED
N S 4.3 i ¥ = o " 5 7 OTHERWISE.
=] B B - T o030 .. B C I B b J,ﬁ}%ﬁgﬁ'gg'_ﬁigﬁ’%gﬁ,q(; E} 7. REINFORCING STEEL SHALL BE A-615 GRADE 60. PROVIDE MINIMUM 40 BAR DIAMETER
S ki & | CRAWL = A" o ) 4/ 13 £ EA WAY- TYP LAP AT SPLICES, CORNERS, AND INTERSECTIONS.
L B B ol 1 i . ACCESS | = 1N O . ' | 8. ALLWOOD IN CONTACT WITH CONCRETE SHALL BE PRESSURE TREATED.
SO I I e e e e | | ] ] = | 9. DAVPPROOF FOUNDATION BEFORE BACKFILLING.
] i e 3 P S RS AT I A IR DN L A B L R G A R 70 I S I S R I GOl Ol AN W SPO | WSSt AP IV AR N PR Y NN =~ o _ L Ly SETBACKLNE J_
X — — X PROJECT NUMBER:
6X6 DF POST’ TYP. = = = = = = = 8I - 5" 21|_ 0 1/ n 5I -3" 17I -3 1/ " 1422
§-0" STHD14 19-0' 8-(" 29 512" 2612 2 DRAWN BY / CHECKEDBY:  TPMP
HOLD DOWN
85|_0||
SHEAR WALL SCHEDULE oHTE LY 15,201
PROPERTY LINE PROPERTY LINE
TYPE PANEL SUPPORTS FASTENERS  SPACING PHASE: CONSTRUCTION SET
A 12'NOMINALOSB  STUDS@16'oc.  8dNALS 6" o.c. (EDGE) & 12" o.c. (FIELD)
NOTE: PAD FOOTINGS SHOWN ASSUME 2,500 PSF SOLL BEARING B 112" GWB-BOTHSIDES STUDS @ 16"0c MAX 1-1/4"SCREWS 40, (EDGE) 88" . (FIELD) DRAVING TITLE:
PRESSURE. CONTRACTOR TO VERIFY FOOTING SIZES W/ C. 12'GWB-ONESIDE  STUDS@16"0.c.MAX 1-1/4"SCREWS 4" o.c. (EDGE) & 8" oc. (FIELD) ;
1, ALL STRUCTURAL CALCULATIONS ARE THE RESPONSIBILITY GEQTECHNICAL REPORT, TYPICAL. FOUND ATlON
OF THE BUILDER. ALL STRUCTURAL COMPONENTS SHOWN
INCLUDING JOISTS, BEAMS, FOUNDATION WALLS & FOOTINGS
SHALL BE VERIFIED BY THE BUILDER FOR COMPLIANCE WITH
CURRENT IRC REQUIRMENTS AND AUTHORITIES HAVING FOUNDATION
JURISDICTION PRIOR TO CONSTRUCTION. 1 1/4" = 1'-0"
2. BUILDER SHALL SIZE ALL CONCRETE FOUNDATION WALLS & DRAWING NUMBER:
FOOTINGS BASED ON GEOTECHNICAL ENGINEER'S REPORT &
RECOMMENDATIONS. 2
l \ ]
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PAINTED FIBER CEMENT
BOARD & BATTEN SIDING,

TYPICAL.

1X6 PAINTED COMPOSITE
FASCIA, TYPICAL

PRE-FINISHED METAL
GUTTERS, TYP.

T.0. UPPER WALL
18'-27/8"

1X4 PAINTED COMPOSITE TRIM,
TYPICAL @ WINDOWS & DOORS
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1X4 PAINTED COMPOSITE CORNER
TRIM, TYPICAL

— 30 YR. ASPHALT SHINGLES, TYP.

UPPER LEVEL
10'-13/4"

T.0. WALL
9'-11/8"

6X6 POSTS WRAPPED W/ 1X
COMPOSITE TRIM, PAINTED, TYP.

SIDING W/ 7" EXPOSURE, TYP.
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PRE-FINISHED CORRUGATED

METAL SIDING, TYPICAL.

VINYL WINDOWS, TYP.
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T.0. UPPER WALL CD
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| UPPER LEVEL
10'-13/4" %
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T.0. WALL
2% 9-11/8"

MAIN LEVEL

0'-0

SEE 1/A3.1 FOR TYPICAL NOTES
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> ELECTRICAL - UPPER LEVEL

1/4" = 1'-0"

LEGEND - ELECTRICAL SYMBOLS

rFy .
» LIGHT FIXTURE - RECESSED

< v - LIGHT FIXTURE - SURFACE MOUNTED
4

ui\f LIGHT FIXTURE - WALL MOUNTED

‘\}/

=4 é - LIGHT FIXTURE - PENDANT
S

@ZQ EXHAUST FAN or FANILIGHT COMBINATION
=

Q0
%™ CEILING FAN or FAN/LIGHT COMBINATION

P
(D' SMOKE DETECTOR

v/l
DUPLEX OUTLET - "G".GFI - "WP":WEATHERPROOF

@ ALL OUTLETS TO BE "AFCI" PROTECTED and TAMPERPROOF UNLESS NOTED
OTHERWISE

WALL SWITCH

—

ALL ELECTRICAL WORK SHALL BE INSTALLED BY A LICENSED ELECTRICIAN AND
SHALL CONFORM WITH CURRENT CODES.

VERIFY ALL SWITCH TYPES AND LOCATIONS WITH OWNER AND/OR CONTRACTOR.
COORDINATE AND PROVIDE RECEPTACLES FOR ALL MAJOR APPLIANCES.
PROVIDE TELEPHONE AND TELEVISION CABLE JACKS AS DIRECTED BY OWNER
AND/OR CONTRACTOR.

6. RECEPTACLES SHALL BE PLACED SO THAT NO POINT MEASURED HORIZONTALLY
ALONG THE FLOOR LINE IN ANY WALL SPACE IS MORE THAN 6' FROM A
RECEPTACLE OUTLET.

7. LIGHT FIXTURES SHALL BE MOUNTED 12" MINIMUM FROM NEAREST POINT OF
STORAGE SPACE.

8. PROVIDE 30" x 36" CLEAR WORK AREA CENTERED IN FRONT OF ELECTRICAL

PANEL(S) AND ELECTRICAL SERVICE ENTRY POINT (METER LOCATION).

VERIFY ALL FIXTURE TYPES AND LOCATIONS WITH OWNER AND/OR CONTRACTOR.

GENERAL NOTES

1. WRITTEN DIMENSIONS SHALL HAVE PRECEDENCE OVER SCALED DIMENSIONS. DO NOT
SCALE THE DRAWINGS.

2. ALLWORK SHALL COMPLY WITH APPLICABLE CODES LISTED.

3. ALL MATERIALS SHALL BE INSTALLED ACCORDING TO MANUFACTURER'S
RECOMMENDATIONS UNLESS NOTED OTHERWISE.

4. ALLELECTRICAL AND PLUMBING WORK SHALL BE INSTALLED BY LICENSED
PROFESSIONAL(S) AND SHALL CONFORM WITH CURRENT CODES.

5. CONFIRM AND COORDINATE LOCATIONS OF ALL UTILITIES WITH CONTRACTOR.

6. CONTRACTOR SHALL NOTIFY DESIGNER IMMEDIATELY OF ANY DESCREPENCIES IN THE
DRAWINGS.

INFORMATION CONTAINED IN THIS DRAWING SET HAS BEEN PREPARED FOR THE USE OF
APROFESSIONAL, LICENSED CONTRACTOR WHO IS FAMILIAR WITH BUILDING CODE AND
OTHER LEGAL REQUIREMENTS WITHIN THE PROJECT'S JURISDICTION. NO WARRANTIES,
EXPRESSED OR IMPLIED, ARE GIVEN OR INTENDED BY THE PREPARATION OF THESE
DRAWINGS.

ADOPTED CODES:

2006 INTERNATIONAL RESIDENTIAL CODE (IRC) 2009 UNIFORM PLUMBING CODE (UPC)

2009 INTERNATIONAL MECHANICAL CODE (IMC) 2011 NATIONAL ELECTRIC CODE (NEC)

2009 INTERNATIONAL FUEL GAS CODE (IFGC) 2009 INTERNATIONAL ENERGY
CONSERVATION CODE (IECC)
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